
W Datasheet: DIN Rail Contactors 

W INFO 
 

For suiting of fans, pumps, heating & lighting  

Noise reducing design 

Low vibration on DIN-rail 

230V 50/60Hz oder 24V 50/60 Hz coil 

DIN-Rail mounting 

• 

• 

• 

• 

• 

W Technical data 

Standards:   IEC/EN 60947-4-1  

IEC/EN 61095 
20A  25A  40A  Rated thermal Current Ith: 

230V 
400V 

Rated operating voltage   230V 
400V 

230V 
    -  

1-phase Ue: 

3-phase Ue: 

Rated operational current Ie:  at AC1 / AC7a 40A  25A  20A  

AC1 at Ue = 230VAC Pmax:   AC

1 at Ue = 400VAC Pmax:   

AC3 at Ue = 400VAC Pmax:    

Rated power   
  

16kW  
- 

4kW 

- 
28kW 
12kW 

4kW  
- 
- 

500V  500V  500V  Rated insulation voltage Ui: 

4kV  Rated impule withstand voltage Uimp: 

50/60Hz  Frequency 
25A   
gL/gG 

63A  
gL/gG  

Maximum back up fuse  35A 
 gL/gG  

63A  

63A  

230V 
400V 

- 
40kW 
15kW 

500V  

80A 
gL/gG  

    

        

 

  

  

  

    

Description     Model Number    

BZ326439ME    20A, 2 NC, 230VAC     
25A, 2 NC, 230VAC     BZ326281    

BZ326467    25A, 4 NC, 230VAC     

    
20A, 2 NO, 24VAC      BZ326453ME    

BZ326437ME    20A, 2 NO, 230VAC     

    BZ326474 25A, 2 NO, 24VAC 

25A, 2 NO, 230VAC BZ326475 

Perfect for use with the Emergency Lighting Controller  from Tele - E1ZNT 

More options avaiable from Schrack 

M A R D AG

Emergency Lighting Contactors

Standard Contactors




