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O r d e r  C o d e  i n  B o l d :  S t o c k e d  I t e m  
Orde r  Code in  l igh t :  Sub jec t  to  ava i l ab i l i t y  

STRIPCONNECTORS -  
ENCLOSURES - DIN RAIL 

STRIPCONNECTORS 

 OBO-A8  Junct ion  Box  Empty ,  75x75x36mm deep ,  IP55  

 OBO-A84  Junct ion  Box  inc lud ing  Te rmina l s ,  4  Po le  32  Amp,  IP55  

 OBO-A6  Junct ion  Box  Empty ,  80x43x34mm deep ,  IP55   

 OBO-A18  Junct ion  Box  Empty ,  125x100x40mm deep ,  IP55  

 OBO-A14  Junct ion  Box  Empty ,  100x100x40mm deep ,  IP55  

 OBO-A11  Junct ion  Box  Empty ,  85x85x40mm deep ,  IP55  

 OBO-A184  Junct ion  Box  inc lud ing  Te rmina l s ,  4  Po le  32  Amp,  IP55  

 OBO-72/CE  12  Way  S t r ipconnec tor ,  S i ze  1 .5 -4mm² 24  Amp 

 OBO-74/CE  12  Way  S t r ipconnec tor ,  S i ze  1 .5 -6mm² 32  Amp 

 OBO-76/CE  12  Way  S t r ipconnec tor ,  S i ze  2 .5 -10mm²  41  Amp 

 OBO-78/CE  12  Way  S t r ipconnec tor ,  S i ze  4 -16mm²  76  Amp 

 OBO-79/CE  12  Way  S t r ipconnec tor ,  S i ze  6 -25mm²  101  Amp 

 OBO-80/CE  12  Way  S t r ipconnec tor ,  S i ze  10 -35mm²  125  Amp 

 2069GTP/2M DIN Ra i l  -  35x7 .5mm -  2m 

 2069GTPL/2M S lo t ted  D IN Ra i l  -  35x7 .5mm -  2m 

 2069GTPL/1M S lo t ted  D IN Ra i l  -  35x7 .5mm -  1m 

 2069GTP/15/1 .5/2M DIN Ra i l  -  35x15x1 .5mm -  2m 

 2069GTPL/15/1 .5 /2M S lo t ted  D IN Ra i l  -  35x15x1 .5mm -  2m 

 2069GTP/15/2 .2/2M DIN Ra i l  -  35x15x2 .2mm -  2m 

 2069GTPL/15/2 .2 /2M S lo t ted  D IN Ra i l  -  35x15x2 .2mm -  2m 

 2064GTP/2M C Type  Ra i l  -  32x15mm -  2m 

 2064GTPL/2M S lo t ted  C Type  Ra i l  -  32x15mm -  2m 

 46277GTP/2M “Min i”  D IN  Ra i l  -  15x5mm -  2m 

 46277GTPL/2M S lo t ted  “Min i”  D IN  Ra i l  -  15x5mm -  2m 

 KVM Aquas i t  compound  car t r idge  250ml  ( i nc ludes  m ixer  p ipe )  

 KVM-M Aquas i t  compound  car t r idge  m ixer  p ipe  

 KVM-P  Aquas i t  ca r t r idge  p is to l  (Aquas i t  ca r t r idges  w i l l  f i t  any  s tandard  
p is to l )  

Type OBO-A8 OBO-A11 OBO-A14 OBO-A18 

Cartr idges per Enclosure 0.5 0.8 1.1 1.4 

OBO-A6 

0.4 

ENCLOSURES 

AQUASIT - COLD CASTING COMPOUND IP68 

RAIL SYSTEMS - ELECTROGALVANISED TRANSPARENTLY PASSIVATED STEEL 

OBO AQUASIT cold cast ing compound is  the safe solut ion for electrical  instal lat ions in wet and 
damp environments.  Aquasit  is  inserted into an instal led enclosure using a standard cartr idge 
pistol.  The transparent, amber-coloured resin based compound sets to a soft  elastic f inish.  
Aquasit is  “self-healing and can be easi ly removed. 


